
W

TV

DS

A

TGB

WALL PHONE - (1) CAT-6 UTP - 44" AFF PROVIDE 8" CLEARANCE ON EITHER SIDE OF WALL PHONE
BACKBOX

TV DROP - (2) CAT-6 UTP DATA AND (1) RG-11 COAX.  HEIGHT COORDINATED WITH OWNER.

DIGITAL SIGNAGE DROP - (2) CAT-6 UTP - HEIGHT AS NOTED ON DRAWINGS.  LCD SCREENS BY
OTHERS.

VOICE DROP TO MDF 110-BLOCK. COORDINATE MOUNTING LOCATION WITH EQUIPMENT

TELECOMMUNICATIONS GROUNDING BUSBAR

1. CONTRACTOR IS RESPONSIBLE FOR PROVIDING ALL BLANK INSERTS IN UNUSED FACEPLATE
PORTS AND DUAL-CHANNEL RACEWAY CUTOUTS.

2. CONTRACTOR IS RESPONSIBLE FOR PROVIDING 19" RACK MOUNTING BRACKETS FOR ALL
CONTRACTOR FURNISHED EQUIPMENT.

3. IP ADDRESSES AND OTHER NETWORK CONFIGURATION INFORMATION TO BE PROVIDED BY
OWNER'S IT DEPARTMENT.  REQUEST FOR NETWORK ADDRESSES SHALL INCLUDE THE
NUMBER OF ADDRESSES NEEDED FOR EACH SYSTEM, AND A DESCRIPTION OF WHAT EACH
ADDRESS WILL BE USED FOR.  REQUESTS SHALL BE SUBMITTED AT LEAST THREE WEEKS
PRIOR TO DATE WHEN ADDRESSES ARE NEEDED FOR CONFIGURATION AND TESTING.  A FINAL
LIST OF ALLOCATED IP ADDRESSES, ALONG WITH CORRESPONDING DEVICE, SHALL BE
PROVIDED TO OWNER'S IT DEPARTMENT AT THE CONCLUSION OF THE PROJECT.

4. PROVIDE KEYSTONE STYLE JACKS IN RACEWAYS, FLOOR BOXES, AND OTHER LOCATIONS AS
REQUIRED.  ALL BEZELS, FACEPLATES, ETC FOR FLOOR BOXES / POKE-THRU'S ARE TO BE
PROVIDED BY TEL/DATA CONTRACTOR.

5. ALL WIRELESS ACCESS POINTS TO RECEIVE TWO CATEGORY-6A SHIELDED CABLES,
TERMINATED TO CAT-6A SHIELDED PANELS IN THE TR'S, AND CAT-6A SHIELDED JACKS AT
EACH DEVICE LOCATION.

6. ALL EQUIPMENT CABINETS AND LADDER RACK TO BE PROPERLY GROUNDED TO TGB IN RACK
ROOM.  TGB TO BE BONDED TO BUILDING STEEL AND TO NEAREST ELECTRICAL PANEL.

7. ANY CABLES INSTALLED IN CONDUIT EITHER IN OR BELOW CONCRETE SLAB MUST UTILIZE OSP
OR INDOOR/OUTDOOR RATED CABLE WITH PROPER ENTRANCE PROTECTORS, AND
TRANSITION TO INDOOR CABLE.

CABLE MANAGEMENT FRONT

HORZ CABLE MANAGER 19in

48 PORT PATCH PANEL

13 14 15 16121110987654321 241917 18 2120 22 23

25 26 27 28 29 30 40353231 33 34 3736 38 39 4441 42 43 4645 47 48

SPLICE

FDC

300 PAIR STATION BLOCKAT17110-0300

7' EQUIPMENT RACK (FRONT VIEW) WITH MANAGERS

7' EQUIPMENT RACK (TOP VIEW) WITH MANAGERS

VERTICAL SLEEVE (SIZE AS INDICATED)

HORIZONTAL SLEEVE (SIZE AS INDICATED)

CONDUIT (SIZE AS INDICATED)

LADDER RACK (SIZE AS INDICATED)

CABLE MANAGER

PATCH PANEL (SIZE AS INDICATED)

FIBER DISTRIBUTION CABINET (SIZE AS INDICATED)

FIBER SPLICE CABINET

POWER STRIP

110 VOICE BLOCK

DUPLEX DROP LOCATION -  (2) CAT-6 UTP - MOUNTED IN CEILING

DUPLEX DROP LOCATION -  (2) CAT-6 UTP - 18" AFF U.O.N.

SIMPLEX DROP LOCATION -  (1) CAT-6A SHIELDED (BLACK JACKET) - 18" ADD U.O.N.  CABLING TO
BE ROUTED TO RACK ROOM (NOT IDF).  COORDINATE TERMINATION LOCATION IN RACK ROOM
WITH OWNER.

1. LADDER RACK IN IDF SHALL BE PROPERLY SUPPORTED PER MANUFACTURERS INSTRUCTIONS.
LADDER RACK SHALL BE PROPERLY GROUNDED TO TGB USING #6 AWG GROUND WIRE.  PAINT
SHALL BE REMOVED FROM LADDER RACK TO PROVIDE ADEQUATE BOND.

2. ALL CABLE BUNDLES PLACED ON LADDER RACK SHALL BE BOUND USING VELCRO.  TIE-WRAPS
SHALL BE PERMITTED.  CABLE BUNDLES SHALL BE SNUG, BUT SHALL NOT DEFORM THE CABLE
JACKET.

3. IN AREAS ABOVE SUSPENDED CEILINGS, CABLE SUPPORTS SHALL BE LOCATED AT EVER 3'-5".
USE ERICO CABLECAT 425 SERIES OR EQUIVALENT.

4. CABLE INFEEDS (POKE-THRU'S AND IN-WALL) SHALL BE PROVIDED AND INSTALLED BY
ELECTRICAL CONTRACTOR.  COORDINATE ALL LOCATIONS AND SIZES WITH TEL/DATA
CONTRACTOR, GENERAL CONTRACTOR AND ARCHITECT PRIOR TO INSTALLATION.

5. ALL WIRING (CAT-6. SECURITY, ETC) NOT SUPPORTED BY J-HOOKS OR SLINGS ABOVE
SUSPENDED CEILING SHALL BE IN CONDUIT.

6. ELECTRICAL CONTRACTOR TO CONFIRM ALL CONDUIT SIZES, PATHWAYS, PULL-POINTS, ETC
WITH TEL/DATA CONTRACTOR PRIOR TO INSTALLATION. COORDINATE WITH OTHER DISCIPLINES
AS REQUIRED.

7. CONDUIT LAYOUT IS DIAGRAMMATIC AND DOES NOT INDICATE ALL REQUIRED BOXES, OFFSETS,
BENDS, ETC.  PROVIDE ALL MATERIALS AS NEEDED.

8. 90-DEGREE BENDS SHALL BE SWEEPS AND NOT UTILIZE "LB'S".  NO MORE THAN TWO
90-DEGREE BENDS ARE ALLOWED BETWEEN PULL POINTS.

9. LONG CONDUIT RUNS SHALL HAVE JUNCTION BOXES INSTALLED AS PULL POINTS, AND SHALL
BE LOCATED NO MORE THAN 50' APART.

10. PLASTIC BUSHINGS ARE TO BE PROVIDED ON ALL CONDUIT ENDS.

11. ALL CONDUITS TO RECEIVE PULL-STRINGS.  ANY PULL STRINGS THAT ARE USED SHALL BE
REPLACED AS CABLES ARE BEING PULLED.

12. ALL BACKBOXES, SLEEVES, OR ANY OTHER WALL PENETRATION  IN TV STUDIO AND CONTROL
ROOM TO BE SEALED USING ACOUSTICAL CAULKING PER MANUFACTURER INSTRUCTIONS.

1. FOR EACH CATV OUTLET INDICATED, PROVIDE ONE (1) QUAD SHIELD RG-6 CABLE OR ONE QUAD
SHIELD RG-11 CABLE (AS REQUIRED) FROM THE OUTLET LOCATION TO THE IDF CLOSET.  FOR
CABLE RUNS LESS THAN 150', USE QUAD SHIELD RG-6 (COMMSCOPE P/N 2227K) OR EQUIVALENT.
FOR CABLE RUNS MORE THAN 150', USE QUAD SHIELD RG-11 (COMMSCOPE P/N 2287K).

2. EACH CABLE SHALL BE TERMINATED ON EACH END WITH A MALE COMPRESSION TYPE 'F'
CONNECTOR.  ONLY COMPRESSION TYPE CONNECTORS ARE ACCEPTABLE.  CRIMP-TYPE OR
TWIST-ON STYLE CONNECTORS SHALL NOT BE USED.

3. AT EACH CATV OUTLET LOCATION, PROVIDE A SINGLE GANG FACEPLATE WITH F-COUPLER INSET.
PROVIDE SURFACE MOUNT BOX AS REQUIRED AT LOCATIONS REQUIRING A SURFACE MOUNT BOX.

4. ALL CATV CABLES SHALL BE TESTED FOR OPENS AND SHORTS, AND SHALL BE SWEEP TESTED
ACRSS THE CABLES ENTIRE SPECIFIED FREQUENCY RANGE.  ANY CABLES THAT DO NOT PASS
TESTS FOR IMPEDANCE, ATTENUATION AND/OR FREQUENCY RESPONSE SHALL BE RETERMINATED
AND RETESTED.  CABLE RUNS SHALL BE REINSTALLED AND RETERMINATED AS NEEDED TO ENSURE
ACCEPTABLE PERFORMANCE PER MANUFACTURERS SPECIFICATIONS.

WAP DUPLEX WAP DROP LOCATION - 2 CAT-6A STP (YELLOW JACKET) - COORDINATE WITH WAP
LOCATION

DUPLEX FLOOR DROP -  (2) CAT-6 UTP

DRAWING DESCRIPTION

DUPLEX WAP DROP LOCATION - 2 CAT-6A STP (YELLOW JACKET) - COORDINATE WITH WAP
LOCATION

WAP

SIMPLEX CCTV CAMERA DROP LOCATION - (1) CAT-6 UTP (PINK JACKET) - COORDINATE WITH
CAMERA LOCATION.  SEE SECURITY NOTES FOR EQUIPMENT TO BE FURNISHED AND INSTALLED.

CAM

AVC AV CONTROL PANEL DROP - (1) CAT-6 UTP - COORDINATE WITH A/V INTEGRATOR

JUNCTION BOX FOR MODULAR FURNITURE IN-FEEDJB

B 5" SQUARE BACKBOX ONLY WITH TWO 1.25"C TO RACK ROOM FOR OWNER-FURNISHED WIRING.

AV COMBINATION POWER / DATA / AV INPUT PLATE

BMS BUILDING MGMT SYSTEM - 1 DATA - COORDINATE WITH MECHANICAL EQUIPMENT

FACP FIRE ALARM CONTROL PANEL - 1 DATA - COORDINATE WITH FACP

AVR AV RACK DROP - (6) CAT-6 UTP - COORDINATE WITH A/V INTEGRATOR

1. CABLES SHALL BE REMOVED IN THEIR ENTIRETY FROM EACH WORK AREA LOCATION TO THE
DATA CLOSET.  ALL CABLES BEING REMOVED SHALL BE COMPLETELY REMOVED FROM THE
BACK OF THE PATCH PANEL.

2. FOR EACH CABLE REMOVED FROM THE BACK OF THE PATCH PANEL, CONTRACTOR IS TO
REMOVE THE PATCH CORD BETWEEN THE PATCH PANEL AND NETWORK SWITCH. ALL PATCH
CORDS SHALL BE RETURNED TO OWNER.  GROUP PATCH CORDS OF EQUAL LENGTH INTO
BUNDLES OF 25 CABLES AND SECURE WITH VELCRO.

3. CONTRACTOR TO MAINTAIN A LIST OF CABLE ID'S REMOVED AND THEIR ASSOCIATED PATCH
PANEL AND PORT, AND NETWORK SWITCH PORT THAT THE PATCH CORDS WAS REMOVED
FROM. THE CABLE ID NUMBERS WILL BE RE-USED FOR NEW CABLES TO BE INSTALLED.

4. THE EXISTING DATA CLOSETS SERVICE WORK AREAS BOTH WITHIN THE DEMOLITION SCOPE
OF WORK, AND AREAS NOT WITHIN THE PROJECT WORK AREA.  CARE MUST BE TAKEN NOT TO
DISCONNECT ANY ACTIVE CAT-6 CABLES FROM THE PATCH PANELS.

5. ALL CABLE BUNDLES DISTURBED AS PART OF DEMOLITION ARE TO BE RE-SECURED WITH
VELCRO IN A NEAT FASHION.

6. EVERY EFFORT HAS BEEN MADE TO IDENTIFY LOCATIONS OF CABLES AND DEVICES TO BE
REMOVED, HOWEVER SOME CABLES AND DEVICES MAY NOT HAVE BEEN VISIBLE.
CONTRACTOR IS RESPONSIBLE FOR REMOVAL OF CABLES IN DEMOLITION AREA THAT
TERMINATE IN EXISTING TELECOM ROOMS.

1. AT EACH 'CAM' LOCATION, FURNISH AND INSTALL VERINT #V4320FDW-DN PER CCSU STANDARDS
(NO SUBSTITUTIONS). FURNISH AND INSTALL ALL HARDWARE REQUIRED FOR MOUNTING AT
LOCATIONS INDICATED.  COORDINATE INSTALLATION, PROGRAMMING, AND INTEGRATION WITH
EXISTING VIDEO MANAGEMENT SYSTEM WITH OWNER'S SECURITY DEPARTMENT.  NO ADDITIONAL
VIDEO STORAGE IS TO BE PROVIDED.  CAMERA FIELD OF VIEW SHALL BE REVIEWED AND
APPROVED BY CCSU SECURITY REPRESENTATIVE.

1. IN THE FIRST FLOOR TELECOM ROOM, RE-TERMINATE TWO OF THE EXISTING 48-STRAND SINGLEMODE
FIBERS FROM THE POWERHOUSE BUILDING USING SC/APC CONNECTORS. ADD CORNING FIBER
ADAPTER MODULE #CCH-CP12-D9 TO SLOT 5 OF THE EXISTING FIBER ENCLOSURE.  RETERMINATE THE
CORRESPONDING STRANDS AT THE FAR END IN THE POWERHOUSE AND INSTALL NEW FIBER
ADAPTER MODULE.  INSTALL NEW 12-STRAND SINGLEMODE FIBER FROM RACK ROOM ON SECOND
FLOOR TO FIRST FLOOR TELECOM ROOM. TERMINATE  WITH SC/APC  CONNECTORS ON STRANDS 1 &
2, AND SC CONNECTORS ON REMAINING STRANDS. FURNISH AND INSTALL NEW 1U FIBER ENCLOSURE
(CORNING #CCH-01U) IN BOTH RACK ROOM AND FIRST FLOOR TELECOM ROOM WITH FIBER ADAPTER
MODULE #CCH-CP12-D9 (SC/APC) AND MODULE #CCH-CP12-3C (SC) IN EACH. ALL FIBERS TO BE
PROPERLY LABELED WITH SOURCE AND DESTINATION.

COAX COAX  DROP - (1) RG-11 COAX.  HEIGHT COORDINATED WITH OWNER.
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SUPPLEMENTAL BID #1BASE BID

2A-105

2A-185 2A-106

2A-109

2A-1072A-201

2A-103 2A-108

REMOVE AMPHENOL CONNECTOR
AND CABLE TO SOURCE

2A-123

2A-124
E.T.R.

2A-126
E.T.R.

2A-125 2A-122

2A-121

2A-110 2A-200 2A-1122A-211

REMOVE ALL SURFACE RACEWAYREMOVE ALL SURFACE RACEWAY

2A-113

2A-1162A-114

2A-115

2A-117
2A-119

2A-120

2A-118

WAP

WAP
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PARTIAL SECOND FLOOR DEMOLITION PLAN

TD-102
1

PARTIAL SECOND
FLOOR DEMO

PLAN-TELECOM



SUPPLEMENTAL BID #1BASE BID

FUTURE EXPANSION

OFFICE
OFFICE

WOMEN'S

STAIR #3

GRAPHIC DESIGN

WORKBENCH
ENGINEERING

STAIR #1

ALCOVE

MEN'S

OFFICEOFFICE

CORR.

ROOM
LACTATION

CIRCULATION

OFFICE
GREEN RM.

CONTROL RM.
RACK RM.

CORRIDOR

ENGINEER
AUDIO BOOTH

TALENT
AUDIO BOOTH

TV STUDIO A
CLASSROOM/

DISTRIBUTION
EQUIPMENT

CAM

WAP

CAM

(4) 4" C. FROM FIRST FLOOR.  EXTEND CONDUIT
TO ABOVE SUSPENDED CEILING.  FURNISH  AND
INSTALL PLASTIC BUSHING ON ALL CONDUIT ENDS.

SLEEVES THROUGH WALL TO BE EZ-PATH
PART #NEZDP233 (SMOKE AND ACOUSTICAL
PATHWAY 2-GANG KIT)

18"W LADDER RACK MOUNTED
VERTICALLY ON WALL TO
ELEVATION OF SLEEVES.

SLEEVES THROUGH WALL TO BE EZ-PATH
PART #NEZDP233 (SMOKE AND ACOUSTICAL
PATHWAY 2-GANG KIT)

18"W LADDER RACK AT 7' 6" AFF. NOT TO BE USED FOR ROUTING
OF CAT-6 CABLES FROM TELECOM ROOM.  ONLY TO BE USED FOR TV
STUDIO CABLING BY OWNER'S TV STUDIO VENDOR.

18"W LADDER
RACK  @ 7' 6" AFF

TGB

REFER TO
1/T-400

POWER / DATA / A/V / CAT-6A TO BE SURFACE MOUNTED AT 18" AFF.
TV DROP TO BE MOUNTED AT HEIGHT TO BE COORDINATED IN FIELD
WITH OWNER AND LED SCREEN.
ROUTE HDMI CABLE FROM A/V INPUT PLATE TO BEHIND
LED SCREEN.  PROVIDE HDMI COUPLERS AT BOTH ENDS.

AV

COORDINATE WITH DIMMING PANEL.
DEVICES SURFACE-MOUNTED ON PLYWOOD.

+96" AFF.  ALIGN
WITH ELECTRICAL.

COORDINATE WITH
PIPE GRID (TYP. OF 3)

FURNISH AND INSTALL IN-WALL LARGE CAPACITY BACKBOX (CHIEF MFG #PAC525F).  HEIGHT OF BOX TO BE COORDINATED
WITH OWNER AND EQUIPMENT VENDOR.  FROM TOP OF EACH IN-WALL BOX, FURNISH AND INSTALL 2" EMT CONDUIT ROUTED
TO ABOVE THE SLEEVES THAT ENTER THE SOUTHWEST CORNER OF THE STUDIO.  CONDUIT TO BE INSTALLED WITH AS FEW
BENDS AS POSSIBLE.  FURNISH AND INSTALL A PULLBOX AS REQUIRED SUCH THAT THERE ARE NO MORE THAN TWO 90-
DEGREE BENDS BETWEEN PULLBOXES. ALL CONDUIT ROUTES TO BE APPROVED BY OWNER AND ARCHITECT PRIOR TO
INSTALLATION. (TYP. OF 3)

18" AFF

18" AFF 18" AFF

18" AFF

COORDINATE WITH
BMS PANEL

COORDINATE WITH
BMS PANEL B

B

COORDINATE LOCATION OF ALL DEVICES IN
CONTROL ROOM WITH STUDIO EQUIPMENT.

SURFACE
MOUNT

ALL DEVICES IN ENGINEERING
WORKBENCH 0030401 TO BE
SURFACE MOUNTED

4' X 8' X 0.75"
PLYWOOD BACKBOARD

EXISTING 4" SLEEVES
FOR LV CABLING.

NOTE: ALL CABLING IN THIS AREA TO BE ROUTED IN SURFACE
MOUNTED RACEWAY TO ALL DROP LOCATIONS. DUAL-CHANNEL

RACEWAY F&I BY ELECTRICAL CONTRACTOR.

2" SLEEVE AT
FLOOR LEVEL

CAT-6A CABLE TO BE ROUTED TO RACK ROOM.  SEE
NOTE ON TELECOM LEGEND ON SHEET T-001. (TYP)

SEE FIBER RE-TERMINATION
NOTES ON T-001 FOR FIBER

REQUIREMENTS TO RACK ROOM
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T-102

PARTIAL SECOND
FLOOR PLAN -

TELECOM



SUPPLEMENTAL BID #1BASE BID

(4) 4" C. TO
SECOND FLOOR

APPROXIMATE ROUTING OF
TELECOM CABLING ON J-HOOKS

ABOVE ACCESSIBLE CEILING.

REFER TO 6/T-400 FOR RACK
 ELEVATION DRAWINGS

OUTLINE OF IT CAGE ABOVE.  COAX CABLES FROM SECOND FLOOR
TO BE ROUTED TO THIS AREA IN STACK LEVEL 2.  COORDINATE WITH OWNER.

EXISTING SLEEVES FOR ROUTING COAX TO STACK 2 AREA.  REPLACE ALL FIRESTOPPING
MATERIALS FROM SLEEVES.

4-POST RACK AND TWO 2-POST RACKS ARE EXISTING TO REMAIN.

ADD NEW 4" SLEEVE FROM TELECOM
ROOM TO ABOVE CEILING.  SLEEVE

TO BE PROPERLY FIRESTOPPED.
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FIRST FLOOR PLAN -
TELECOM

SCALE: 1/8" - 1'-0"
FIRST FLOOR PLAN

T-101
1



GYPSUM WALLBOARD

FINISHED FLOOR

CONDUIT WITH PULLSTRING

WITH 1-GANG PLASTER RING
4" SQ x 2 3/4" DEEP BACKBOX

EMT PLASTIC BUSHING

1" CONDUIT WITH PULL STRING TO

NEAREST DATA ROOM, CABLE TRAY,

OR CONTINUOUS ACCESSABLE

CABLING PATH BACK TO THE DATA

ROOM.

NOTES:
1. PROVIDE DOUBLE-GANG BACKBOX WITH REDUCING RING FOR

SINGLE-GANG FACEPLATES.

2. PROVIDE BLANK INSERTS IN ALL UNUSED PORTS.  JACKS IN
WIREMOLD POKE-THRU'S (NOT SHOWN) MAY REQUIRE
KEYSTONE-STYLE CAT-6 JACKS AND ADAPTER PLATE.

3. COORDINATE FACEPLATE COLOR SELECTION WITH ARCHITECT.

4. WAP AND CCTV CABLES ARE TO BE TERMINATED WITH RJ-45 MALE
CONNECTOR AND CONNECTED DIRECTLY TO WAP OR CAMERA.
COORDINATE WITH OWNER AND SECURITY CONTRACTOR FOR
EQUIPMENT LOCATIONS.

CABLE JACKET AND JACK COLORS:
SIMPLEX BLACK  (STP)
DATA BLUE / GREEN (UTP)
\WAP YELLOW (CAT-6A STP)
CCTV PINK (UTP)

NOT TO SCALE
FACEPLATE DETAILS

T-400
5

NOT TO SCALE
VERTICAL FIRESTOPPER DETAIL2

NOT TO SCALE
HORIZONTAL FIRESTOPPER DETAIL3

NOT TO SCALE
BACKBOX DETAIL4

T-400

T-400 T-400

24"

6"2 1/2"

3/4"

1 5/8"

1"

TO BUILD
ING STEEL

TO LADDER RACK

TO ELE
CTRICAL P

ANEL

TGB

NOT TO SCALE
TELECOM  GROUNDING BUSBAR (TGB) DETAIL1

T-400

VOICE

WALLPHONE FACEPLATE
1 CAT-6 UTP

BLUE / GREEN JACKET

W

TV DROP
1-GANG FACEPLATE
2 CAT-6 UTP / 1 COAX

BLUE / GREEN JACKET (CAT-6)

DATA

TV

DUPLEX DROP
1-GANG FACEPLATE

2 CAT-6 UTP
BLUE / GREEN JACKET

DATADATA

DS

DATA

SIMPLEX DROP
1-GANG FACEPLATE
1 CAT-6A SHIELDED

BLACK JACKET
* ROUTED TO RACK ROOM *

DATA

SLEEVE SHALL EXTEND MIN.
1" FROM WALL W/BUSHINGS.

CABLES

FIRE STOPPING

EMT SLEEVE

GROUT

FIRE RATED WALL

CONDUIT
FIRESTOPPING
SLEEVE WITH BUSHINGS SHALL
EXTEND MIN. 1" FROM FLOOR/CEILING
GROUT
FIRE RATED FLOOR/CEILING

LINEAR LENGTH m (ft) CONDUCTOR SIZE (AWG)

LESS THAN 4 (13)
4-6 (14-20)
6-8 (21-26)
8-10 (27-33)
10-13 (34-41)
13-16 (42-52)
16-20 (53-66)

RACK "A"
4-POST RACK

RACK "B"
2-POST RACK

RACK "C"
2-POST RACK

M

K

L

F

H

G

TO EQUIPMENT

CABINET #5

TO EQUIPMENT

CABINET #4

TO EQUIPMENT

CABINET #3

TO EQUIPMENT

CABINET #2

TO EQUIPMENT

CABINET #1

NOT TO SCALE
TELECOM ROOM 1060000 RACK ELEVATION

T-400
6

L

EATON UPS AND BATTERIES

EXISTING TO REMAIN

IFS VIDEO TRANSCEIVER
RACK

EXISTING TO REMAIN

ALTRONIX
EXISTING TO REMAIN

CISCO SWITCH TO REMAIN

K

K

CISCO 4506

EXISTING TO REMAIN

F

H

F

H
G

2U FIBER ENCLOSURE
EXISTING TO REMAIN

12 SM
TO SA2

12 SM
TO SA6

48 MM TO PH48 SM TO PH

12 MM
TO SA2

12 MM
TO SA6

A

J

A

J

D
J
E
J

J

NEW PATCH PANELS AND HORIZONTAL WIRE MANAGERS IN THIS AREA

NEW SC/APC ADAPTER MODULE
IN SLOT 5.  REFER TO FIBER

RE-TERMINATION NOTE ON T-001

B

J

B

J

NEW FIBER ENCLOSURE FOR
FIBER TO RACK ROOM.
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DETAILS - TELECOM


